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Abstract: This study investigates the use of petalite flotation tailings (PT) for the production 
of ceramics and alkali-activated materials (AAMs). Ceramics are produced by sintering at 
1000-1100 oC PT after the addition of a pore forming agent. For the production of AAMs, raw 
or calcined PT, as well as mixtures of PT and slag (LS), are activated using a 1:1 mixture of 
8M KOH and Na2SiO3 solutions. The effect of calcination of PT at 900 and 1000 oC on the 
properties of the produced ceramics and AAMs is also explored. The experimental results show 
that calcination improves significantly the mechanical and physical properties of the produced 
ceramics and AAMs. The highest compressive strength for ceramics (~17 MPa) is obtained for 
PT calcined at 900 °C (PT900) and sintered at 1100 °C, while the highest compressive strength 
for AAMs (~75 MPa) is achieved for the specimens produced after mixing of calcined at 1000 
oC PT with slag at 1:1 mass ratio (PT1000:LS50) after 28 days of ageing. The results 
demonstrate that petalite tailings can be successfully valorised for the production of sustainable 
construction materials with beneficial mechanical properties.  
 
 

1. Introduction 
Lithium is in the European list of critical and strategic raw materials (CRMs and SRMs) and is 
needed for the green energy and digital transitions (European Commission, 2023). Its demand 
is expected to increase in the coming years, due to its use in lithium-ion batteries and electronic 
devices. It exists in various deposit types, namely volcanic clays, hard-rock pegmatites and 
brines. In hard rock deposits, it is present in several minerals, including spodumene, lepidolite, 
petalite, amblygonite-montebrasite, zinnwaldite, and eucryptite. Spodumene has a theoretical 
Li2O content of 8.1%, while lepidolite and petalite may contain up to 7.7% and 4.9% Li2O, 
respectively. Zinnwaldite is the impure variety of lepidolite and has high iron content. 
Amblygonite and eucryptite have high lithium content (10-12% Li2O) and they are quite rare 
(Petrakis et al., 2025). The beneficiation of hard-rock lithium ores involves several processing 
stages, including comminution, dense media separation (DMS), magnetic separation, and/or 
froth flotation, which apart from the concentrate generate significant amounts of tailings with 
varying physicochemical characteristics, depending on the mineralogical composition of the 
ore and the beneficiation technique used (Bollaert et al., 2025). Although lithium hard-rock 
tailings are less hazardous than sulfide-containing mine wastes, some concerns associated with 
their long-term environmental and human health impacts may be raised. In addition, the large 
volumes of tailings generated during lithium processing require appropriate storage and 
monitoring practices, as conventional disposal in tailing dams may be associated with stability 
risk (Hudson-Edwards et al., 2024; Kaunda, 2020; Swain, 2017). 
 Lithium beneficiation tailings are typically rich in silica- and alumina-bearing phases, 
including quartz, feldspars, and mica, thus they are considered suitable for the production of 
ceramic and alkali-activated materials (AAMs) (Lemougna et al., 2019). Several studies have 
investigated the use of spodumene tailings, and the partial substitution of conventional raw 
materials such as kaolin, quartz, and feldspar, for the production of bricks, porcelain stoneware, 
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and chemically bonded ceramics (Kinnunen et al., 2018; Lemougna et al., 2024; Simão et al., 
2022; Vedadi et al., 2026) 
 Furthermore, the valorisation of lithium mine/processing tailings emerges as an important 
strategy within the framework of circular economy and sustainable resource management. The 
lithium industry is therefore focusing not only on lithium recovery, but also on the utilization 
of tailings and secondary streams (Korbel et al., 2025; Lemougna et al., 2019). Recent studies 
demonstrate that lithium tailings can be successfully used as lightweight aggregates and 
supplementary cementitious materials in civil engineering applications (Li et al., 2024; Feng et 
al., 2024). Therefore, the sustainable valorisation of lithium beneficiation tailings can 
significantly contribute to waste reduction, improve resource efficiency, and enhance the 
environmental and economic sustainability of lithium value chain (Wolters and Brusselaers, 
2024).  
 The present study investigates the potential of raw or calcined petalite flotation tailings 
for the production of ceramics and AAMs. The effect of the addition of slag (LS) in the starting 
mixture for the improvement of the properties of the produced materials is also explored.  
 
 

2. Materials and Methods 
Petalite flotation tailings (PT), produced from flotation tests carried out at TUC for the 
production of petalite concentrate, with a d₉₀ particle size 220 μm (90% finer than 220 μm), are 
used as raw materials. Slag (LS), a granular by-product of ferronickel (FeNi) production after 
pyrometallurgical treatment of nickel laterites in electric-arc furnace, was obtained from Larco 
S.A Greece. Prior to use, PT and LS are dried at 80 °C for 24 h and then ground in a rod mill 
for 1 h to a d₉₀ size 84 μm, and 103 μm, respectively (Figure 1). Their particle size distribution 
is determined with the use of a Mastersizer-S laser analyzer (Malvern Instruments, Malvern, 
UK). Their chemical analysis is determined with the use of an S2 Range type X-ray 
fluorescence energy dispersive spectrometer (XRF-EDS) (Bruker, Karlsruhe, Germany), while 
their loss on ignition (LOI) is determined after heating at 1050 oC for 3 h. Table 1 indicates that 
PT have high content of SiO2 (65.6 %) and smaller content of Al2O3 (17.6 %), Na2O (5.9 %) 
and K2O (2.5 %). LS consists mainly of Fe2O3 (39.6%), SiO2 (33.1%) and Al2O3 (8.7%); the 
contents of Na2O (0.6%) and K2O (0.4%) are very low.  
 

 
Figure 1. Particle size distribution of PT and LS. 

 
 The main mineralogical phases present in PT are quartz (SiO2), petalite (LiAlSi4O10), 
albite (NaAlSi3O8), muscovite [KAl2(Si3Al)O10(OH,F)2], orthoclase (KAlSi3O8), clinochlore 
[Mg5Al(AlSi3O10)(OH)8] and montebrasite [LiAl(PO4)(OH)]. PT are calcined for 2 h at 900 or 
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1000 oC in a laboratory furnace (LHT08/17, Nabertherm) to explore the effect of calcination 
on the properties of the produced ceramics and AAMs. Calcination of tailings results in 
elimination of clinochlore and montebrasite and the formation of a new mineral phase, α-
spodumene [Li(AlSi2O6)]. The X-ray diffraction (XRD) pattern of slag indicates the presence 
of spinels containing some Cr, Mg, and Al. The corresponding XRD patterns and further 
mineralogical details are included in recent publications (Komnitsas et al., 2025; Petrakis et al., 
2026).  
 

Table 1. Chemical composition of PT and LS (in the form of oxides, wt%). 
Raw 

Material 
SiO2 Al2O3 Na2O K2O P2O5 Fe2O3 MnO CaO TiO2 LOI* 

PT 65.6 17.6 5.9 2.5 0.44 0.28 0.05 0.04 0.03 0.98 

LS 33.1 8.7 0.6 0.4 0.03 39.6 0.4 5.3 0.8 - 
*LOI: Loss on ignition 

 
 Ceramics are produced by mixing ground raw or calcined PT with calcium carbonate 
(CaCO3), which is a pore forming agent. The binary mixtures are uniaxially pressed (40 MPa) 
into cubic specimens (edge 5 cm). All specimens are fired at 1000 or 1100 °C for 2 h using a 
heating rate of 3 οC /min; cooling takes place slowly in the furnace.  
 AAMs are produced by mixing raw or calcined PT, as well as calcined PT:LS mixtures 
at mass ratios of 80:20 and 50:50, with the activating solution consisting of 1:1 mixture of 8 M 
KOH and sodium silicate (Na2SiO3), to obtain a homogeneous paste which is then cast into 
steel molds (edge 5 cm). Following an initial hardening period (24-48 hours), the specimens 
are demolded and cured for 24 h in a laboratory oven at 80 °C. After curing, they are left for 
ageing for 7 or 28 days at room temperature.  
 The parameters determined in the produced specimens are water absorption (%), porosity 
(%), density (g/cm3) and compressive strength (MPa), as mean values of three measurements. 
The compressive strength is determined with the use of an MST 815 (1600 KN) Rock 
Mechanics Test System with loading rate equal to 0.5-1MPa/sec, while the other parameters 
are determined according to the standard BS EN 1936:2006 (BSI, 2007).  
 
 

3. Results and Discussion 
 

3.1 Properties of ceramics 
Figure 2 shows the compressive strength of the produced ceramics at different sintering and 
calcination temperatures. The results indicate that the highest compressive strength value (~17 
MPa) is obtained for ceramics produced from PT calcined at 900 °C, after sintering at 1100 °C. 
Under these conditions, improved sintering and denser microstructure are obtained, as also 
reported in previous studies (Mustapa et al., 2023; Shakir et al., 2025). 
 Ceramics produced from raw PT exhibit lower compressive strength values, ranging from 
7.7 to 9.1 MPa, indicating lower reactivity of the untreated PT during firing. In contrast, 
calcination at a higher temperature, 1000 °C, does not further improve compressive strength.  
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Figure 2. Compressive strength of ceramics produced from raw PT as well as of PT calcined at 
900 oC or 1000 oC vs. sintering temperature (1000-1100 oC) (PΤ: raw tailings, PΤ900: PT 
calcined at 900 oC, PΤ1000: PT calcined at 1000 oC). 
 
Table 2 presents the physical properties of the produced ceramics as a function of firing 
temperature.  
 

Table 2. Physical properties and compressive strength values of the produced ceramics. 

Sample 
Firing 

Temperature 
(°C) 

Porosity 
(%) 

Water 
Absorption 

(%) 

Density 
(g/cm³) 

Compressive 
Strength (MPa) 

PT 

1000 42.0 31.6 1.3 7.7 

1050 25.4 16.6 1.5 8.3 

1100 2.8 1.6 1.8 9.1 

PT900 

1000 37.9 26.3 1.4 12.9 

1050 22.8 16.1 1.7 13.8 

1100 2.7 1.5 1.8 16.9 

PT1000 

1000 44.9 31.0 1.4 11.6 

1050 27.7 17.1 1.6 12.7 

1100 4.4 2.4 1.8 14.2 
 
 The results show that the increase of firing temperature leads to a significant reduction of 
open porosity (from ~40–45% at 1000 °C to values less than 5% at 1100 °C). This is 
accompanied by a corresponding increase in bulk density (up to ~1.8 g/cm³) and a sharp 
decrease in water absorption, reaching an overall reduction of ~95%. Similar trends in physical 
properties are also reported in other publications (Tan et al., 2022; Li et al., 2024). These 
changes indicate enhanced densification and stronger particle bonding during sintering, 
contributing to higher compressive strength, as shown in Figure 2. Overall, ceramics produced 
from PT calcined at 900 °C and sintered at 1100 °C exhibit the most favorable properties, 
namely the highest compressive strength and the lowest porosity and water absorption values. 
 

3.2 Properties of AAMs 
Figure 3 presents the compressive strength of the produced AAMs from raw and calcined at 
900 or 1000 °C as a function of the ageing period (7-28 days) after curing at 80 oC for 24 h; the 
pre-curing time is 48 h. First, it is observed that raw PT acquire low compressive strength (1.5 
MPa) under the conditions tested. Second, it is seen that calcination has a major effect on the 
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compressive strength of the produced AAMs. The compressive strength obtained after 28 days 
of ageing increases to 24.6 and 42.1 MPa MPa for PT calcined at 900 °C and 1000 °C 
respectively; this is an increase of more than 70%. Third, sufficient ageing period (28 days) is 
required so that the produced AAMs acquire high compressive strength; a similar observation 
is mentioned in previous studies (Kamseu et al., 2021; Nana et al., 2023, 2024).  
 

 
Figure 3. Compressive strength of AAMs produced from raw PT as well as PT calcined at 900 
oC or 1000 oC vs. ageing period (7 or 28 days) (PΤ: raw tailings, PΤ900: PT calcined at 900 oC, 
PΤ1000: PT calcined at 1000 oC). Other operating conditions: 8 M KOH, curing at 80 oC for 
24 h. 
 
 Figure 4 shows the compressive strength of AAMs produced from mixtures of calcined 
PT (at 900 or 1000 oC) and LS (at mass ratios 80:20 and 50:50) vs. ageing period (7 or 28 days) 
after curing at 80 oC for 24 h; the pre-curing time is 24 h.  
 

 
Figure 4. Compressive strength of AAMs produced from mixtures of calcined PT (at 900 or 
1000 oC) and LS, at mass ratios 80:20 and 50:50, vs. ageing period (7 or 28 days). Other 
operating conditions: 8 M KOH, curing at 80 oC for 24 h.  
 
 It is seen that (i) the increase of calcination temperature has a clear positive effect on the 
compressive strength of the produced specimens and (ii) higher LS addition results in increased 
compressive strength; this is more evident at higher calcination temperature for both mass ratios 
tested. The highest compressive strength value (75.4 MPa) is obtained for the AAM 
PT1000:LS50 after 28 days of ageing. It has to be underlined that the addition of slag has a 
clear beneficial effect on the strength of all specimens after just 7 days of ageing, especially 
when the PT calcination temperature is 1000 oC. This is due to the high reactivity of ferronickel 
slag, leading to the production of specimens with denser microstructure and improved 
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mechanical properties, as reported in previous studies (Komnitsas et al., 2020; Lemougna et al., 
2017).  
 Table 3 presents the physical properties and the compressive strength of selected AAMs. 
It is observed that raw PT-based AAMs exhibit the lowest compressive strength (1.5 MPa) and 
density (1.9 g/cm3), as well as the highest porosity (20.2%) and water absorption (10.5%). In 
contrast, the PT1000 and PT1000:LS50 specimens show significantly improved mechanical 
performance, accompanied by lower porosity and water absorption values, as well as higher 
density. More specifically, the porosity decreased from 20.2 % for PT to 15.1 % for PT1000 
and further to 9.6 % for PT1000:LS50, corresponding to an overall reduction of 52.5%. 
Similarly, water absorption decreased from 10.5 % for PT to 6.3 % for PT1000 and further to 
4.0 % for PT1000:LS50, representing a total decrease of 61.9%. Moreover, the PT1000:LS50 
specimen exhibited the highest density (2.4 g/cm³), compared to 2.1 g/cm³ for PT1000 and 1.9 
g/cm³ for PT, and the highest compressive strength (75.4 MPa), which was almost 50 times 
higher than that of raw PT-based specimens. 
 

Table 3. Physical properties and compressive strength values of the produced AAMs. 

Sample 
Porosity 

(%) 
Water 

Absorption (%) 
Density 
(g/cm³) 

Compressive 
Strength (MPa)* 

PT 20.2 10.5 1.9 1.5 

PT1000 15.1 6.3 2.1 42.1 

PT1000:LS50 9.6 4.0 2.4 75.4 

*8M KOH, 80 oC, 28 days 
 

3.3 XRD Analysis of selected ceramics and AAMs 
Figures 5 and 6 present the XRD patterns of selected ceramics and AAMs respectively. As 
shown in Figure 5, after sintering of raw PT, the phases of petalite, muscovite, orthoclase, 
clinochlore, and montebrasite disappear (or are not detected by XRD), while quartz and some 
albite are still present. Τhe broad hump observed between approximately 2θ 17° and 38° (Figs 
5b and 5c) indicates the presence of increased amorphous content due to the calcination of PT 
(Kritikaki et al., 2016; Shabani et al., 2024).  
 

 
Figure 5. X-ray diffraction patterns of ceramics produced after sintering at 1100 °C with the use of (a) PT (raw 
tailings), (b) PT900 (tailings calcined at 900 °C), and (c) PT1000 (tailings calcined at 1000 °C). 
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Figure 6. X-ray diffraction patterns of AAMs produced using (a) raw PT, (b) PT calcined at 1000 oC (PT1000), 
and (c) mixtures of PT calcined at 1000 oC and LS at mass ratio 50:50 (PT1000:LS50)  
 
 On the other hand, the AAMs produced from raw PT (Figure 6a) contain several 
mineralogical phases, including quartz, albite, clinochlore, muscovite, orthoclase, petalite, and 
montebrasite. In the AAMs produced from calcined PT (raw or mixed with LS) (Figures 6b and 
6c), several mineralogical phases decrease in intensity or disappear. The reduction in the 
intensity of these peaks indicates the participation of these phases in alkali activation reactions 
and the development of geopolymeric network (Komnitsas et al., 2021; Liu et al., 2021). Quartz 
remains the main mineralogical phase, while some albite is also detected. 
 
 

4. Conclusions 
This study demonstrates that PT can be valorised for the production of ceramics and AAMs. 
Calcination of PT improves significantly the properties of the final products. Ceramics 
produced from raw PT exhibit relatively low compressive strength values (7.7-9.1 MPa), 
whereas after calcination of PT at 900 °C and sintering at 1100 °C they show improved 
mechanical performance, including compressive strength up to ~17 MPa, porosity 2.7%, water 
absorption 1.5%, and density 1.8 g/cm³. On the other hand, raw PT-based AAMs acquire low 
compressive strength (1.5 MPa), whereas AAMs produced using 50:50 mass mixtures of 
calcined PT and LS show significantly improved properties, including compressive strength  
75 MPa, porosity 9.6%, water absorption of 4%, and density 2.4 g/cm³. XRD analysis shows 
significant mineralogical transformations during calcination of PT that increase their 
amorphicity and reactivity. The produced ceramics and AAMs can be used in the construction 
industry, as construction materials or binders with significant economic and environmental 
benefits, including  reduced environmental footprint for the construction sector in case cement 
is partially replaced by AAM, smaller land requirements for waste disposal and much lower 
risk for soil and water contamination due to reduced leaching of potentially harmful elements. 
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